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BEAM Plus for New Buildings
Submission Template for SA 12

Noise during Construction
(BEAM Plus 2012/v1.2)

	Credit Requirements:
	1 credit for providing adequate mitigation measures for construction noise for all Noise Sensitive Receivers. 


	Project Name:
	     


	Credit Attainable:
	1

	Credit anticipated for this submission:
	     



Nature of project:

During the Period: 07:00 – 19:00, the noise level at façade of the following Noise Sensitive Receivers (NSRs) should be less than: 
	Nearest NSR
	Monitoring Frequency
	Monitoring Period
	Noise level, Leq (30 min) , dB(A))

	Residential Premises
	Once a week
	30 mins each
	75

	School
	Once a week
	30 mins each
	70 (65 during examination)

	

	For a building, the monitoring point should normally be at position 1m from the exterior of the building façade but may be at any other point considered to be appropriate by EPD; 

	For a place other than a building, the assessment point shall be at a position 1.2m above the ground, at a particular point considered appropriate by EPD. 


Please fill up the Noise monitoring summary for each Noise Sensitive Receivers (NSR):
	Date
	Time
	Duration
	Location
	Measured noise levels

	     
	     
	     
	     
	     

	     
	     
	     
	     
	     

	     
	     
	     
	     
	     


Checklist:
Please complete each item with a tick ((), cross (() or not applicable (().
	1.
	Scheduling construction work carefully to maximize any required noisy work during less sensitive hours (e.g. lunch time, outside school hours and avoiding exam periods);
	 FORMCHECKBOX 


	2.
	Minimising the cumulative noise sources from various activities;
	 FORMCHECKBOX 


	3.
	Keeping residents informed of what is being planned and do so that they are more likely to accept the inevitable impact noise, resulting in fewer complaints; 
	 FORMCHECKBOX 


	4.
	Limiting the time workers spend in noisy areas by moving them to quiet work before their daily noise exposure become excessive;
	 FORMCHECKBOX 


	5.
	Switching off noisy equipment when not in use;
	 FORMCHECKBOX 


	6.
	Locating noisy equipment as far away as possible from any NSRs;
	 FORMCHECKBOX 


	7.
	Selecting quieter equipment;
	 FORMCHECKBOX 


	8.
	Using electricity supply from public utility for all machinery if possible, to avoid generator noise;
	 FORMCHECKBOX 


	9.
	Using stockpiles of earth as a natural sound barrier whenever possible;
	 FORMCHECKBOX 


	10.
	Providing regular and effective maintenance for all PME in order to prolong the life of equipment as well as to reduce noise emission; 
	 FORMCHECKBOX 


	11.
	Undertaking regular site supervision and training to promote good site practice – unnecessary noise disturbance created from shouting, colliding of materials or striking of steel bars can be avoided;
	 FORMCHECKBOX 


	12.
	Taking care when loading and unloading vehicles, dismantling scaffolding or moving materials, to reduce unnecessary noise impact;
	 FORMCHECKBOX 


	13.
	Using alternative methods, such as a totally enclosed conveyor belt system to avoid the use of noisier plant such as dump trucks;
	 FORMCHECKBOX 


	14.
	Arranging delivery of noisy/bulky equipment/material to avoid disturbance to surrounding NSRs and within permitted hours;
	 FORMCHECKBOX 


	15.
	Providing adequate planning with contingency to ensure that lengthy operations e.g. concrete pours, can be completed within the permitted hours; 
	 FORMCHECKBOX 


	16.
	Avoiding carrying out noisy operation in early morning. Schedule such operation after 9:00am as far as practicable; 
	 FORMCHECKBOX 


	17.
	Fabricating units off site to minimise impacts on site, when practicable; 
	 FORMCHECKBOX 


	18.
	Planning routes for construction vehicles carefully, to reduce noise to nearby NSRs; 
	 FORMCHECKBOX 


	19.
	Maintain equipment in good condition. Using lubricant to reduce noise impacts; 
	 FORMCHECKBOX 


	20.
	Monitoring noise on site regularly. If there is an exceedance, further mitigation measures may be necessary; 
	 FORMCHECKBOX 


	21.
	Maintaining a good security system especially at the site entrance to avoid unauthorised entry of workers in restricted hours; 
	 FORMCHECKBOX 


	22.
	Setting up a restricted hours patrol team to ensure compliance with the NCO; 
	 FORMCHECKBOX 


	23.
	Requesting sub-contractors to obtain prior permission (e.g. through a permit-to-work system) before carrying out work during restricted hours; 
	 FORMCHECKBOX 



Explanation to fulfill checklist’s criteria:
     
     
     
     
     
     
Enclosures:
Please complete each item with a tick ((), cross (() :
 FORMCHECKBOX 
 Specifications showing the noise control requirements. 
 FORMCHECKBOX 
 On-site monitoring records showing compliance with BEAM requirements.

 FORMCHECKBOX 
 Photos or drawings showing the fulfillment of above requirements.

 FORMCHECKBOX 
 Other supporting documents, please specify.
     
     
Declaration:
I herewith declare to BEAM Society Limited that the information submitted is true and comply with requirements of BEAM Plus for NB SA 12.

	Signature:
	     
	
	     

	Name: 
	     
	Position:
	     

	Company:
	     
	Date:
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