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BEAM Plus for New Buildings
Submission Template for SA
 13

Water Pollution during Construction
(BEAM Plus 2012/v1.2)

	Credit Requirements:
	1 credit for undertaking adequate measures to reduce water pollution during construction.  


	Project Name:
	     


	Credit Attainable:
	1

	Credit anticipated for this submission:
	     


Nature of project:

Please fill up the water monitoring summary for each monitoring point:
	Monitoring Locations
	Limitation Range of pH
	Limitation Range of COD
	Limitation Range of SS

	Pt1:      
	     
	     
	     

	Pt2:      
	     
	     
	     

	Pt3:      
	     
	     
	     


Checklist:
Please complete each item with a tick ((), cross (() or not applicable (().
	
	Surface Water Run-off /Groundwater/Boring Water:
	

	1.
	Discharged into storm drains via adequate sand/silt removal facilities(e.g. sand traps, silt  traps and sediment basins) to minimise siltation in water discharged; 
	 FORMCHECKBOX 


	2.
	Storm water should be directed to silt removal facilities by channels, earth bunds and sand bag barriers; 
	 FORMCHECKBOX 


	3.
	Earthworks final surfaces well compacted and surface protection performed immediately after final surface formation; 
	 FORMCHECKBOX 


	4.
	Open stockpiles of construction materials (eg. aggregates, sand and fill) be covered with tarpaulin, etc during rainstorms. 
	 FORMCHECKBOX 


	
	
	

	
	Wastewater from Concrete Batching and Precast concrete Casting: 
	

	5.
	Wastewater from mixer trucks and drums, etc recycled to minimise discharge; 
	 FORMCHECKBOX 


	6.
	Pump sum of water recycling system to be provided with standby pump and alternating devices to prevent pollution from wastewater overflow; 
	 FORMCHECKBOX 


	7.
	Surplus wastewater discharged into foul sewers after silt removal and pH adjustment (6-10); 

	 FORMCHECKBOX 


	8.
	Surface run-off be segregated from concrete batching and casting areas; 
	 FORMCHECKBOX 


	9.
	Wastewater or contaminated surface run-off require more elaborate chemical treatment before disposal into storm water drains. 
	 FORMCHECKBOX 


	
	
	

	
	
	

	
	Wastewater from Building Construction Activities (e.g. Plastering, internal decorating, cleaning of works): 
	

	10.
	Treated with silt removal and pH adjustment (6-10) prior to discharged into foul sewer; 
	 FORMCHECKBOX 


	11.
	Before commencing demolition – all sewers and drainage connection sealed to prevent building debris, soil, and, etc from entering public sewers/ drains; 
	 FORMCHECKBOX 


	12.
	Wash water removed for silt and before discharging into storm drains; 
	

	13.
	Road between wheel wash bay and public road be paved with backfill to avoid site run-off from entering public road drains. 
	 FORMCHECKBOX 



Explanation to fulfill checklist’s criteria:
     
     
Enclosures:
Please complete each item with a tick ((), cross (() :
 FORMCHECKBOX 
 Discharge license 

 FORMCHECKBOX 
 Specifications showing the water control requirements. 
 FORMCHECKBOX 
 On-site monitoring records showing compliance with BEAM requirements.

 FORMCHECKBOX 
 Photos or drawings showing the fulfillment of above requirements .

 FORMCHECKBOX 
 Other supporting documents, please specify.
     
     
Declaration:
I herewith declare to BEAM Society Limited that the information submitted is true and comply with requirements of BEAM Plus for NB SA 13.

	Signature:
	     
	
	     

	Name: 
	     
	Position:
	     

	Company:
	     
	Date:
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